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P1-15-2.2

When maximum reliability and
SPL is required, the PI-15-2.2 is the
choice. Used with the TOC™ S2
processor, the PI-15-2.2 contains
the same components as the
PI-15-1.2 (minus the passive
network) and gets the maximum
performance out of them.

The TOC™ S2 processor is used
with PAS stage monitors. It con-
tains dividing tilters, Time Offset
Correction (TOC™) delay,precise
equalization, compressor/ limiters
and a SUBwoofer output. The
PI-15-2.2 features are similar to
PI-15-2 with these differences:

» The PI-152.2 contains no passive
dividing network since the
system is intended to be
biamplitied.

PI15-2.2 Specifications:

Frequency Response:50 to 16kHz

Power Rating: LF:*500 watts
HF: 100 watts

Frequency Response:701t0 16 kHz
Nominal Impedance LR:8 ohms
HF: 8 ohms

Sensitivity (1 w/l m):99 dB
Maximum SPL:126 dB

Nominal Coverage Angles:
60° H x 40°V or 40°H x 60°V
above 2 kH.z

Crossover frequency:1.2 kHz

L.F. Driver:CXL-2580C

H.F. Driver:DE-750-8

Input Connectors:?2 sets of dual
binding posts

Dimensions: 20" H x 20" W x 16"D

Weight: 66 Ibs



TOC" 360 Series

A NEWPAGE IN CEILING-MOUNT LOUDSPEAKERS

The TOC™ 360 series are high pow-
ered coaxial systems in fireproof metal
enclosures for installation in plenum or
suspended ceilings in large facilities.
Their high power capacity and
controlled dispersion makes them
appropriate in areas with high noise
levels and very high ceilings. Each
model contains a dividing network
with Time Offset Correction (TOC™)
10%70° optimized for the coaxial driver used.

CONICAL COVERAGE Passive time delay and equalization are

@ used to allow the high and low
910 frequency components to accurately
combine for the best transient perfor-

mance.

PAS has been manufacturing coaxial
systems with TOC™ for many years.
The transient accuracy of these prod-
ucts enables voices to be intelligible at

1380 SO. FT. @ 30 FT.
104 dB, 80 Hz to 16 kHz

3850 0. FT. @ 50 F1.

99 dB, 80 Hz to 16 kHz

(

higher ambient sound levels than
those without TOC™. Incorporating
this into systems for distributed use
brings a new level of performance to
paging systems for large facilities.

The high frequency coverage angle
is a cone with an included angle of
70° at -6 dB. This coverage angle
reduces reflections from walls which
waste power and are detrimental to
intelligibility. In large installations
where the ceiling is very high, a
moderate coverage angle minimizes
overlap of the coverage patterns of
adjacent loudspeakers. This reduces
articulation loss due to differing arrival
times.

High power capacity and sensitivity
produces spl peaks of greater than
106 dB at 30 feet or 103 dB at 50 feet.

The TOC™ 360 series comes in
metal enclosures constructed of
18 gauge cold rolled steel with walls
damped with acoustic fiberboard. They
are lined with 1.5" thick glass wool
and have conduit knockouts on all four
sides. Mounting tabs are on parallel
sides to facilitate recessed mounting.
Each is supplied with a beveled white
metal grille.

All models are available with an
optional 200 watt, 70 volt matching
transformer.

Transformer Frequency Response:
+/~ 2dB @ 50-15,000 Hz



12 CX SPECIFICATIONS

Frequency Response:380 to 16Hz
Power Rating:*300 watts
Nominal Impedance:38 ohms
Sensitivity (1w/1m):100 dB
Maximum SPL:126 dB @1 meter
Nominal Coverage Angle:70°
Crossover frequency:?2 kHz

L.F. Driver: 12 inch

H.F. Driver:1 inch throat
Dimensions: 23" L x 18"W x 12"D
Weight: 54 Ibs

15CX SPECIFICATIONS

Frequency Response:60 to 16Hz
Power Rating:*350 watts
Nominal Impedance:8 ohms
Sensitivity (1w/1m):99 dB
Maximum SPL:125 dB @1 meter
Nominal Coverage Angle: 70°
Crossover frequency:2 kHz

L.F. Driver: 15 inch

H.F. Driver:1 inch throat
Dimensions: 29.5"L x 18"W x 15"D
Weight: 97 Ibs

22CX SPECIFICATIONS

Frequency Response:80 to 16Hz
Power Rating:*600 watts
Nominal Impedance:8 ohms
Sensitivity (1w/1m):100 dB
Maximum SPL:128 dB @ 1 meter
Nominal Coverage Angle:70°
Crossover frequency:1.4 kHz
L.F. Driver: 12 inch

H.F. Driver:2 inch throat
Dimensions: 23" x 18" W x 15"D
Weight: 63 Ibs

Due to limitations of the passive dividing networks the long term average power rating of these products is limited to 200 watts (40 volts into 8 ohms). This in no way affects their transient
capabilities. PAS recommends amplifiers that produce at least twice this power (400 watts into 8 ohms) for these cabinets. For the 70 volt option the power rating is limited to the transformer.

25CX SPECIFICATIONS

Frequency Response:50 to 16Hz
Power Rating:*600 watts
Nominal Impedance:8 ohms
Sensitivity (1w/1m):99 dB
Maximum SPL:127 dB @ 1 meter
Nominal Coverage Angle:70°
Crossover frequency:1.2 kHz
L.F. Driver: 15 inch

H.F. Driver:2 inch throat
Dimensions: 29.5" L x 23" W x 15D
Weight: 96 Ibs




TARGET SERIES"

Target Systems for
Permanent Installations

= New higher performance models
use 1" compression drivers and
constant coverage horns.

= 11-ply Baltic Birch cabinets are
sanded and ready to finish to
match the installation environ-
ment. Other finishes on special
order.

= New Low Frequency drivers
enable extended response.

= New High Frequency protection
circuit.

= The models intended for
suspended mounting contain
Air Cargo 20050 hanging points
backed by 12 gauge steel
reinforcing brackets fastened by
structural grade steel bolts and
locking nuts.

This popular line has been
redesigned for higher performance
and value. New drivers, horns and
dividing networks make these
improved models similar in
appearence only. They remain
the choice for quality and
performance on a limited budget.

Reliability has been improved
through the use of a new 1 inch
exit compression driver and high
frequency protection circuit.

The line has been consolidated
to three models. They offer
improved low frequency response.

These models are:

T-12201 This model is the smallest
of the series. It replaces both the
T-1200! and the T-1200IU. The
T-1220!1 uses a new cast frame

12 inch loudspeaker with a 2 inch
voice coil. The high frequency
component is a one inch exit com-
pression driver with a titainium
diaphragm on a 120° by 60°con-
stant coverage horn.

T-15401 This model replaces the
T-1530I. A new one inch exit
compression driver with a titanium
diaphragm is used on a new 90°
by 40° horn significantly increases
the high frequency power capacity
and provides extended high fre-
quency output. A 15 inch cast
frame loudspeaker with a three
inch voice coil is used as the low
frequency component.

T-12221 This model is the replace-
ment for the T-1212 stage wedge.
It contains the same components
as the T-1220 wedge monitor
cabinet.

Dividing Networks:

These new models contain
improved dividing networks. They
use fixed resistor pads rather than
a variable L-pad. This improves reli-
ability and eliminates the possibility
of misadjustment. A new high fre-
quency protection circuit improves
reliabilty as well. Like the PI series,
the Target™ systems make exten-
sive use of 250 volt film capacitors
and 18 AWG inductors.

Installation:

With the exception of the the
T-12221, the Target™ installation
series have two Air Cargo #20050
anchor points on the cabinet top
and one at the center of the back.
Three air cargo #11257 tiedowns
are shipped with each cabinet for
attachment to chains or a mount-
ing frame.
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T-12201

When the job requires the most
compact system or is voice only the
1-12201 is the logical choice. The
T-12201 uses a new cast frame 12 inch
loudspeaker with a 2 inch voice coil.
The high frequency component is a
one inch exit compression driver with
a titanium diaphragm on a 120° by
60° constant coverage horn.
The T-12201 has these features:

= Cast frame 12" loudspeaker with 2
inch voice coil.

= Extended high frequency 1"
compression driver on a 120° by 60°
constant coverage horn.

= Sanded, unfinished Baltic Birch
cabinet.

= Double-knit fabric grille.

= 3 Air Cargo 20050 anchor points
(2 ontop and 1 on the back).

T-1220] specifications:

Frequency Response:70 to 16 kHz

Power Rating:*250 watts

Nominal Impedance:8 ohms

Sensitivity (1w/1m):98 dB

Maximum SPL:122 dB @ 1 meter
(@ rated power)

Nominal Coverage Angles:
120°H x 60°V, above 3 kHz

Crossover frequency:3 kHz

Input Connectors:Dual binding posts

Dimensions: 24" Hx 15" W x 16" D

Weight: 42 Ibs



TARGET SERIES"
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T-12221

A high performance stage wedge
at a budget price, the T-12221
contains the same components as
the T-1220 in wedge monitor cabi-
net. The T-12221 has these fea-
tures:

= Cast frame 12" loudspeaker with
2 inch voice coill.

= Extended high frequency 1"
compression driver on a 120° by
60° constant coverage horn.

= Sanded, unfinished Baltic Birch
cabinet.

= Double-knit fabric grille.

T-1222] specifications:
Frequency Response:80 to 16 kHz
Power Rating:*250 watts
Nominal Impedance:8 ohms
Sensitivity (1w/1m):98 dB

Maximum SPL:122 dB @ 1 meter
(@ rated power)

Nominal Coverage Angles:
120° H x 60°V, above 3 kHz

Crossover frequency:3 kHz

Input Connectors:Dual binding posts
Dimensions: 21"Hx15"Wx 14 3/8'D
Weight: 39 Ibs
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