















































SPECIFICATIONS

Frequency Response
Sensitivity

Nominal Impedance
Power Handing
Maximum SPL
Nominal Dispersion
Crossover Frequency

Enclosure Construction

Grille
Rigging

Input Connectors

60 Hz - 20 kHz (+ 3 dB)

93 dB SPL (1W @ 1m)

4 ohms

180 watts (rms) , 540 watts (peak)

115 dB

100° horizontal, 100° vertical

2.2 kHz

15 mm Medium Density Fiberboard with
rugged wear-resistant textured coating
Powder coated perforated steel,foam fronted
4 x M8 internal rigging points

2-way binding posts

Dimensions(H x W x D) 325mm x 458 mm x 280mm
Net Weight 11.8 kg
DRIVERS

Low Frequency: 2 x 8(inch) 210 mm dia , 35 mm(1.5inch)voice coil dia
High Frequency: 1 x 1(inch) 25 mm voice coil dia

FEATURES

m 2-way full range loudspeaker
B Included-angle cabinet structure
B Phase-conversed LF radiation

APPLICATIONS

B Small venue, conference rooms, bars, clubs, auditoriums,
churches, restaurants, commercial spaces and multiple.

DESCRIPTIONS

KT-228

2-WAY full-range

Loudspeaker

FREQUENCY RESPONSE

KT-228 consists of two 8" MF driver and one 1" HF, 6-angle
trapezoidal cabinet. HF installed separately on both sides of
MF/LF, significantly widens HF horizontal dispersion. The system
also features phase-conversed LF radiation, with built-in HF
protection equipment.
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Professional Analog Amplifier series consists of

five distinctive models, with different power
levels, designed to produce strong and stable
sound reinforcement with self-monitoring and
self-production functions, capable of working
in any condition. Each model utilizes separate
high-speed heat-dispersion fans, guaranteeing

that every channel works safely & effectively.

PHD

PROFESSIONAL

Encgitic Power

Amplifier

Amplitier

Amplifier

PHD Professional catalogue | 5 0



PB Professional
Analog Amplifier
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PB-10 PB-20 PB-30 PB-60 PB-480
Output Power Stereo 8 Ohms 2x450W 2x650W 2x850W 2x1000W 4x400W
Output Power Stereo 4 Ohms 2x700W 2x1000W 2x1300W 2x1700W 4x600W
Bridge 8 Ohms T | T | T/ T 2x1100W
Weight(kg) 30 34 34 37 34

Frequency response

20Hz-20KHz(+0.5)

Input sensitivity/impedance

0dB(0.775Vrms)/30KQ

SNR >95dB
THD+N 0.08%@1KHz
TIM 0.1% 8ohms,1 KHz@1w
Slew rate >20V/us
Damping Factor >250:1(@1KHz/8 Q)
Crosstalk 60 dB@1KHz
Overload/short circuit/lack voltage, Electronical protection

Supply voltage AC 220V
Rack size WXHXD (mm) 483X132X495
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Frequency response

20Hz-20KHz(+0.5)

Input sensitivity/impedance

0dB(0.775Vrms)/30KQ

SNR >100dB
THD+N 0.08%@1KHz
TIM 0.1% 8ohms,1 KHz@1w
Slew rate >30V/us
Damping Factor >500:1(@1KHz/8 Q)
Crosstalk 90 dB@1KHz
Overload/short circuit/lack voltage, Electronical protection

Supply voltage AC 220V
Rack size WXHXD (mm) 483X132X495
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